FOSCAM

Enjoy Security Life

3 Steps to view by phone

1. Connect power adapter and network;

2. Download Foscam APP at Google play or APP Store,

3. Scan The QR code fo view;

HD Wireless IP Camera
Model: FI9826P

H.264 video Compression

HD 1.3Megapixel HD Pan / Tilt /
i Zoom Wired / Wireless IP Camera

E Supports Micro SD card scheduled
long-time recording

Supports WPS - One Button Push
Secure Wireless Connection

WPS
Q,- Motion Detection alarm
s via E-Mail and FTP

| Supports ONVIF, compatible with
| ONVIF-embedded NVR / NAS

ﬂ Supports WEP,
WPA and WPAZ2 Encryption

-NO  AUTHORIZED DEALER
Partner

X zoom lens provide detailed view

Compatible with free Foscam iOS
and Android APP

Supports P2P connection

Day/Night Surveillance, IR LEDs On/Off
Auto Switch

Supports IEEE 802.11n Wireless Connection

Supports two-way Audio
Built-in Mic & Speaker

Free Foscam DDNS Service Embedded

FOSCAM

www.FOSCANMNORGE.no

www.foscamnorge.no
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3X zoom lens provide detailed view

» Long Lens » Short Lens

Supports Micro SD card scheduled long-time recording

» 32G memory card, memory 32 days.
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Application Diagram
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Package Contents

/| Power Adapter [v/] Wi-Fi Antenna | Resource CD
[v] Warranty Card +/ Quick Installation Guide [/] Ethernet Cable

/| Mounting Bracket

WPS LAN Micro SO card




HD Wireless IP Camera FI9826P
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Specification FI9826P
|ITEMS FI9826W
Sansar High Definition Caolor CMOS Sansor
Image Sensor |Display Resclution 1280 x 960 (1. 3Megapixels)

{Min, llluminatson

0 Luee (With IR lluminator)

System
Reguirements

Lens Type Glass Lens
Lans focal length F:d~Smm

Aperture F18

Angle of Yiew 35~70°

Image Compression H.264

image Frame Rate 30fps maxmium, downward adjustable

Resolution (1.3Megapixets)1280 x 260, T20P(1280 « 7200, VEAGA0 » 480), QVGA(IZ0 x 240)

Stream dual siream

Video Image adjustment The hue. brightness, contrast. saluration. sharpness are adjustable

Flip image fiip arnd mirror

Infrared mode Automatic or manual

Pan/Till Angle Hnrn;ogﬂ:ﬂ-ﬂﬂ“ & Verlical: 120"

Might wisability 13pcs IR-LEDs, night vision range up to B metres
Supports two-way audio

Andic Input/Output Built-in Mic & Speaker

3.5mm audio jack for external Mic & Speaker

Audic Compression PCMIG. 726

Ethernet COne 100100Mbps R4S port

\Wireless Standard IEEEBDZ.11biain
IEEEA02.11h: 11Mbps{Max_):

Drata Rate [EEE802 11g; SdMbps(Max. |

MNetwork IEEEB0Z 11n: 150MbpsiMax. ).
‘Wirglass Security WEFP, WPA WPAZ
WPS Supports WPS one button push wireless connection

MNabwork Protocol

IP. TCP. UDP, HTTP. HTTPS. SMTP. FTP. DHCP. DDNS. UPnP. RTSP. WPS

|Remote Access.

P2P DDMNS

Operating System

Micresoft Windows 2000/4P, Vista, 7,
Mac 05
105 Androsd

Broweser

Micresofi |EG and above version or compatible browser;
Mozilka Firefox;

Google Chrome;

Apple Satan

IMation Detlectien

Alarm via E-Mail. upload alarm snapshet to FTP

Storage S0 Card. Local PC Storage. FTP
Other Features Privacy Zone Set privacy zone manually
User Accounts Three levels wser role
| Firmwall Supports IP Filtering
Resat Reset bution is available
B Power Supply DC 5W/2.04
Power Consumption 8 Watts (Max.)
Dimension{LcAbH) 115.B{L1*103.200)°118.6{H) mm
Physical  |@ross weight 720g
Met Weight 350g

Environmant

Operating Temperaiure

-20° ~ B5°C {-4°F ~ 131°F}

Cperating Humidity

20% ~ 85% non-condansing

Storage Temperature -20°C ~ 80° (-4°F ~ 140°F)
Storage Humadity 0% ~ 80% nen-condensing
Certification |cE Foo, Rons
Warranty Limited 2-year warranty
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